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BöttcherPro Antiskin Spray 
 

Anti-Skin Agent in a Spray Can  

 

BöttcherPro Antiskin Spray inhibits the drying of ink in used ink tins and on inking units  

during machine stops, preventing skin formation. 
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 prevents premature oxidation drying of ink 

 slow evaporation 

 long term effective 

 attacks neither rollers nor plates 

 no aromatics or CFC´s 

 easy dosage by spray can 
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Shake before use! 
 

BöttcherPro Antiskin Spray is sprayed on the surface of the ink. Only a short spray application is 

needed, but ensure an even coverage of the inking system. 
 

The can is under pressure and must be protected from direct sun and from temperatures above 50 

°C during storage. Do not store below -5 °C. 
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All our product information sheets, as well as our contact data you will find on the internet www.boettcher-systems.com. 

The purpose of these technical data is to assist our customers. We list general experience and laboratory test. Translation of these to actual applications 
is, however, subject to a variety of factors which are beyond our control. We ask for understanding that claims can not be based upon them.

Felix Böttcher GmbH & Co. KG

Headquarter
Stolberger Str. 351 - 353
50933 Cologne, Germany
Phone +49 (0) 221 4907 - 1
Fax +49 (0) 221 4907 - 435
koeln@boettcher-systems.com

www.boettcher.de/contact

Böttcher production sites
Böttcher sales offices
Böttcher representations

 
  400 ml spray can 
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BöttcherPro Antiskin Spray is classified and marked in accordance with EC-Directive 1999/45/EC - in 

its latest version. 
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